
       

EU Declaration of Conformity
 

EMM. KOUVIDIS 
Manufacture of plastic piping systems 
715 00, Viopa Tylissos
Heraklion, Crete
GREECE

S.A.

 EE

No: 00310

EN 61386-21:2004 + A11:2010

This is to declare, under our sole responsibility, that the designated 
products in conformity with the below mentioned European directives:are 

EN 61386-1:2008

Konstantinos Kouvidis, Managing Director
)Name & function

)Signature or equivalent authorized by the issuer

Issuer’s name and address:

Product:

 

Type designation:

Tylissos, 05 June 2023
)Place and date of Issue

 

Επιπρόσθετη πληροφόρηση /   Additional information:

Σύστημα σωλήνων άκαμπτο (ελαφρού τύπου, ελεύθερο 
αλογόνων) /Conduit system rigid (light type, halogen free)

2014/35/EU (LVD): “Council directive on the harmonization of the laws of the Member States relating to the making 
available on the market of electrical equipment designed for use within certain voltage limits”.
2011/65/EU (RoHS): “Council directive on the restriction of the use of certain hazardous substances in electrical and 
electronic equipment”.
2015/863/EU: “Commission Delegated Directive amending Annex II to Directive 2011/65/EU (RoHS)”

Η συμμόρφωση με τα παρακάτω Πρότυπα αποδεικνύει την εναρμόνιση των προαναφερθέντων προϊόντων με τις 
απαιτήσεις των παραπάνω Ευρωπαϊκών Οδηγιών./ Compliance with the Standards listed below proves the 
conformity of the designated  products with the provisions of the above mentioned European Directives. 

Ο σωλήνας SUPERSOL PLUS και η μούφα SUPERSOL PLUS παράγονται από πλαστική πρώτη ύλη χαμηλής 
εκπομπής καπνού, ελεύθερη αλογόνων και βαρέων μετάλλων (Οδηγία RoHS), υπό τον έλεγχο του  
πιστοποιημένου ΣΔΠ σύμφωνα  με το Πρότυπο ΕΝ ISO 9001. SUPERSOL PLUS conduit and coupler
SUPERSOL PLUS are made from halogen free, low smoke and heavy metals free (RoHS Directive) first raw 
material, under the supervision of a certified QMS accrding to EN ISO 9001.

SUPERSOL PLUS σωλήνας τριών στρωμάτων με 
χρωματική σήμανση / Double layer conduit with color  
marking (10170XX), (10180XX)
όπου / where ΧΧ: 18, 20, 25, 32
Μούφα σύνδεσης SUPERSOL PLUS / Coupler
SUPERSOL  PLUS (40290XX), όπου / where
XX: 16, 20, 25, 32 


