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Series CBB/12 – Temperature probe with bayonet lock (nut) 
 

Application: 

General Purpose of application used for measuring temperature in solids, on bearing and molding tools. 

 

Measurement 

insert 

Probe 

Diameter  

Probe 

length 

Bayonet lock  

diameter 
Cable length Article Nr. 

1x Fe-Konst.(J) 6mm 15mm 12mm 1m CBB12.2000000 

1x Fe-Konst.(J) 6mm 15mm 12mm 2m CBB12.2000001 

1x Fe-Konst.(J) 6mm 15mm 12mm 3m CBB12.2000002 

1x Fe-Konst.(J) 6mm 15mm 12mm 5m CBB12.2000003 

1x Fe-Konst.(J) 6mm 15mm 12mm 6m CBB12.2000004 

1 x Pt100 6mm 15mm 12mm 2m CBB12.1100000 

1 x Pt100 6mm 15mm 12mm 3m CBB12.1100001 

1 x Pt100 6mm 15mm 12mm 4m CBB12.1100002 

1 x Pt100 6mm 15mm 12mm 5m CBB12.1100003 

 

 
 

 
 
 

 

 

 

 

 

 

 

 

 

 

 

 

Specifications 

 

Measuring insert and 

tolerance: 

The measuring insert is normally fitted with thermocouples to 

DIN EN 60584, Class 2.  

The sensor is normally PT100 Temperature sensor to DIN 

IEC60751 with Class B with 2 or 3 wire circuit. 

Probe Diameter:  6mm 

Probe Length:  15mm 

Material:  AISI 304 

Process connection:  Bayonet lock (nut),12mm 

Cable insulation:   Fiber Glass – Fiber Glass  - Braided  

Temperature  range: From -40o to +400oC 

 
Other technical characteristics (cable length, diameter, bayonet lock diameter) available 

upon request 

 

  

See accessories section 


